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HI-FLEX ITALIA

EN857/1SC/ZINC (340 95)

IT

IMPIEGO

Tubo in gomma con rinforzo in acciaio trecciato idonao
per mandata ad alta pressiong di fludi idraulicn a base di
alil mineral & lebnficant vegetal e mineral

= TEMPERATURA.; -40°C +100°C

STRUTTURA

+ Sottostrato. gomma sintetica resistente ai fluidi wdrau-
lici-a base o ol minerali e vegetall

= Rinforzi: 1 treccia in acciaio ad alta resistenza

« Copertura: lisciz ad impressione tela, in gomma nera
resistente allabrasione, ai carburantl, aagh oli & agl
agenti atmosferic

+ Superficie: trecciata in acciaio Zincato

Disponibile su richiesta:
EMNB57 15C/INOX Aisi 304/ Aisi 316

DIAMETRO INTERNO DIAMETRO ESTERND PESD TEORICO
INGIDE DIAMETER DUTSIDE DIAMETER WEIGHT
mim inch mm inch ka/mt Ibs/ft
64 4 | a3z Vo 028 019
8 515" | 15 19/32 032 121
9.5 ¥ | 17 21/32° 039 0.26
12.7 1/2 [ 203 25/32° 051 034
16 58 | 15/18" 062 042
17 M4 | 213 11 074 .49
264 i | 55 1.3/8° 1.04 0.70
318 114 | 423 1.11/16 1.42 095
a8.1 L1 | 49 3 1.5/1& L% 1.13
0.8 2 i b5 e 214 143
|
|
|
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|
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Altri diametri efo pressioni realizzabili su richiesta - Le caratteristiche

& i dati tecnici possono essere modificatl senza preavviso,

m APPLICATION

Rubber hose suitable for delivery of high pressure by
draubic fluds, using hydraulic oils mimeral and vegetable
lubrificants

* TEMPERATURE RANGE: -40°C +100°C

CONSTRUCTION

* Tube: mineral vegetable and hydraulic synthetic rubber

* Reinforcement: 1 high strength steel wire bra

« Cover: srnooth, fabric finishied, oil abrasion and weather
resistant special synthetic rubber

= Surface. galvanized braided

Available on request:
ENB5T 2SC/INOX Aisi 304/ Aisi 316

PRESSIONE ESERCIZIO PRESSIONE SCOPPID LUNGHEZLA

WORKING PRESSURE BURET PRESSURE LENGTH
bar psi bar psi mit
225 | 323 | 100 | 15950 | 80 164
215 3118 1050 15225 Bl 144
180 | 2610 | ‘ee0 | 12760 | 0 164
150 2320 700 10150 50 144
130 | 1885 | &5 | %425 | 50 164
105 1523 520 7540 50 164
g8 | 1276 | 430 | s | 50 164
63 914 400 5800 50 164
s0 | 7 | 30 | aso | so 164
4n 580 220 390 | &0 164

Other diameters and/or pressures are feasible upon request - The cha-
racteristics and technical data could be changed without warning.
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